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Annual Inspection Designations 

 
The annual inspection report should reflect as accurately as possible the status of all 
cableways.  The cableways are to be categorized as follows: 
 
A.  Active.  Manned systems currently in use. 

 
B.  Removed from service; repairs.  Manned systems located at active gaging stations that 
will be used as soon as repairs and/or upgrades have been completed. 
 
C.  Inactive.  Manned systems located at active or discontinued gaging stations that are 
not in use but will not be removed in hopes of future use; repairs may or may not be 
needed. 
 
D.  Inactive; awaiting removal.  Manned systems that are not in use and will be removed. 
 
E.  Bank-operated cableways.  Unmanned systems. 
 
Every cableway must be accounted for using one of the five designations. 
 
Total number of cableways = A + B + C + D + E 
 
The following additional information should be provided as a supplement to the annual 
inspection report: 
 
 Number of cableways constructed this FY. 
 Number of cableways removed (taken down) this FY. 
 Number of manned/bank-operated cableways transferred to cooperators this FY. 
 Number of manned cableways converted to bank-operated cableways this FY. 

 
Total Current FY = Total Previous FY + # Constructed – # Removed – # Transferred 
 
 
 
 

http://www.usgs.gov/

	   
	U.S. Geological Survey Manual
	Appendix 41-5 Part 445-2-H, Chapter 41
	Annual Inspection Designations


